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This Reference Guide provides infórmation regarding the 
new program "Offboard Diagnostic Information System." 


This Reference Guide is not a Repair Manual. 


This is Reference Guide is not meant to replace the ODIS 


manual. 


This information will not be updated. 
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Introduction 


The Offboard Diagnostic Information System (ODIS Service) is the software that will be replacing the 
VAS-PC diagnostic software in the near future. It is an extension of the VAS-PC software that adds many 
features to help with vehicle diagnosis and repair. ODIS does not replace Guided Fault Finding (GFF). 
Guided Fault Finding is an integral component of ODIS. 


ODIS can be used on VAS 5051b, VAS 5052A and VAS 6150 diagnostic tools, as long as they are correctly 
updated. It cannot be used on the VAS 5051A or VAS 5052. 


at 





ODIS-94 ODIS-95 ODIS-96 


O 
OFFBORRD 9 ro BIRGNOSTIC 


= E" La 


or = | | 
INFORMATION SYSTEM 


o 
SERVICE 


ODIS-1 





Introduction 


This reference guide contains a series of Job Aids that are designed to help you quickly move through 
the ODIS interface. 


As with any computer program, practicing is the best way to learn. Use these Job Aids if you have 


questions. 


The ODIS interface has its own User Guide. The Job Aids in this booklet are not intended to replace 
it. These Job Aids are designed to help technicians get started quickly. If you want more detailed 
information, consult the User Guide in the ODIS interface. 





This Reference Guide only covers the ODIS software version shown inside the cover, which 
is also shown of the bottom of each page. As with any software program; there will be 
updates and cKanges. If you are using a version of ODIS software that is different than 
the version shown in this Reference Guide, the Scan Tool may show different.screens or 
information. 


SOng Can also be pertórmed Using mme 


Address, Fault and Name Columns heade 
Software Version above the control module list, 


Number 


Software Vershon 10.5 





Version 1 0 5 


Bottom of Page 


The electronic version,of this Reference Guide wHkbe updated periodically, it will not be 
reprinted. Always check:the Certification ResouFge Center for the'latest Reference Guide 


version 






There are many buttons that can be selected when using ODIS. Button pushes will be 
represented in the Reference Guide text surrounded by angle brackets, ex. <Button>. 


Starting ODIS 


The ODIS application is launched from the Scan 
Tool Desktop using the <DiagStarter> icon. 
Double-click the icon, then select Offboard 
Diagnostic Information System. 


VAS-PC and ODIS Selection Window 


È 
S 
Release Notes e 
E 
This screen appears upon launch. It lists the 
vehicles supported, changes and restrictions to 
ODIS since the last update. Each of the changes 
is a hyper-link that takes you to the information. 
© 
a 


To continue, select the <OK> button on the lower 
right of the window, 


Urp 


If the check box at the bottom of the window 
remains checked, this window appears at startup 
of the program. = 
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DiagStarter,,,, 
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Ej DiagStarter ¥ 1.2.3 Bile ES 








Offboard Diagnostic Information System 


Version Number Exit 


Release Notes El xj 





Release notes 


Offboard Diagnostic Information System Service 


Release 1.0.4 


Supported AUDI-Models 

Supported Volkswagen-Models 

Supported Volkswagen Nutzfahrzeuge-Models 
Supported Seat-Models 

Supported Skoda-Models 

Supported Bentley-Models 

New Functions 

Resolved Svstem-Defects 

Resolved GFF-Defects 

Vehicle Restrictions 

GFF Restrictions | 


M Do you want to show this window again the next time the program is started? 








Starting ODIS 


Warnings/Notes 


The Warnings/Notes screen requires you to take specific action. Read all warnings and notes. After 
scrolling to the bottom of this list, the <OK> button turns from gray to black. Selecting the <OK> button 
at this point allows you to proceed. 











Wants, mol a 
| 


[E Volkswagen AG 


Pet ol a 





alkswagen Phaeton with two-battery design: 
transmission. distribution or reproduction for any purpose other than the one intended andior usage that not compatible wath Sequence when disconnecting the batteries 


the intended purpose is prohibited. 








| m I T ; i i E Lù O Caution! 
Exception: raproduotions/print-outs for use within the business are perratted without written consent from Volkswagen AEG, as If the sequence is not followed, the prrotechnic battery cut-off unit may be tnggered and the vehicle electrical equipment could 
ong as they are used exclusively for purposes within the business. Within the business here means usage within the sare be damaged 


ess with fhe identical business number. 


1. Disconnect the battery in the right side of the luggage compartment first. 


(Exception, print-aute ol mardenanos tables for labor times and measurement protocale may be giver to customers. CG Then dieconned tha battery iri the lett Side of fa luggage compartment. 


ransrression of excerpts of technical kngwledge and general technical information te recognized NORA qustomers (according 
OW AG NORA guidelines] is permitted, 
S exceptions are as follows: 












torage, Transport and Disposal of Pyrotechnic 
ag Components such as Airbag, Belt Tensioner and Battery 
ut-Off Units 


1. Informationidata tram RESERVE regarding repair history 
El. Information about recall campaigns 


$. Content from HST (Technical Service Handbook] 
Components must be stored in accordance with applicable legal regulations 
4. Irnformationidata regarding repairs to alacironio componente 
Componente must be transported in accordance with fadaral and internatienal regulations that control the packaging. 
|Waerarity tépasrs must be performed using WW original parts only. For other repairs, the replacement parts automatically selected dartmcaton, labeling and accompanyng documentation in dati 
by AposFro are recommended. Also follow the regulahons from articles Gard 6 of tire serece agreement. 
Dispose of wugqnibed pyrotechnic components comecty in ther ongnal packaging in accordancg sath legal regulatons, Please 
contact your imperter il you hare any questons. 

Toad and follow the WARNING, caution and note text before performing maintomanes oF repair work. 
Only completes igniberd pyrotechnic components may be dsposed ol in the trash, 
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Grayed-Out Button 


You have arrived at the ODIS main screen. 





Welcome to Diagnosis 


Goal full scope of diagnostic functionality 


Once the vehicle has connected and diagnosis has started, vehicle identification and evaluation of the DTC memory 
wil take place. Then the "Guided Fault Finding" and “Guided Functions” wil be available tor vehicle diagnosis. If you 
would like to work without a warranty order you also have tre option to use 060. 


WM Connection to the vehicle established 


W Ignition switched on 
b Start diagnosis 











4 Software Version 1.0.5 


The ODIS Window 


No Network 
Connection Detected 


No Key Detected in Vehicle 





No Vehicle Detected (Using Data Link Connector) 


Information Area 


Welcome to Diagnosis 


Goal: full scope of diagnostic functionality 
— Side Menu Area 


Once the vehicle has connected and diagnosis has started. vehicle identification and evaluation of the DTC memory 
will take place. Then the “Guided Fault Finding” and” Guided Functions” wil be available for vehicle diagnosis. If you 
would lice to work without a warranty order you also have the option to use OBD 


2 Connection status to the vehicle not recognized 
o Ignition status not recognized 
> Start diagnosis 
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S Collapses/Expands only the 2 
c Si a Collapses/Expands both the 
G ide Menu Area e È : 
= di Information Area and the Side 
O e Menu A 
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Network Connection 
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Vehicle Detected (Using Data Link Connector) Key Detected in Vehicle 


Welcome to Diagnosis 


Goal: full scope of diagnostic funchonality 

Once the vehicle has connected and diagnosis has started. vehicle identification and evaluation of the DTC memory 
will take place. Then the "Guided Fault Finding" and "Guided Functions” will be available for vehicle diagnosis. If you 
would like to work without a warranty order. you also have the option to use OBD 


BA Connection to the vehicle established 


W !gnition switched on 
> Start diagnosis Closes ODIS 
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Launching Guided Fault Finding (GFF) 


Before ODIS allows you to start GFF, the Data Link Connector (DLC) must be connected and key recognized 
in the vehicle. If the Scan Tool is not connected to the internet, it will not perform operations such as 
Software Version Management (SVM), GEKO, unlocking component protection or uploading diagnostic 
logs. 
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From the ODIS main screen, select the <Start diagnosis> hyper-link. 


SRA Connection to the vehicle established 
^0 Ignition switched on 
» Start diagnosis 
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A Vehicle Identification window appears with the Vehicle Identification Number (VIN) already in place. 
The top of this window has Automatic or Manual Vehicle Identification selections. If you choose 
Automatic, CAREFULLY review the information that is automatically inserted to make sure the vehicle and 
equipment are identified correctly. 


If using Manual, use the drop down menus to identify the vehicle type. This is very similar to ElsaWeb 
vehicle identification menus. 


When the vehicle identification is complete, make sure the <work with Guided Fault Finding> is checked 
and select <Apply>. If Guided Fault Finding is not selected, the diagnostic capabilities are severely 


>. Ikswa 
limited. en AG. Vo gen AG 
JAN a does Nor 
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Audi Q5 USA/CDN 2009» v 
2011 (B) v 











ODIS-16 


Software Version 1.0.5 05%, 


Launching Guided Fault Finding 


After your Global User ID is entered, Vehicle 
Diagnosis starts. The screen changes and 


displays many tabs. The Orders tab is 
automatically selected, however this tab isnot 


yet used by our market. Select the <Nosörder> 
button at the bottom of the page to continue. 
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Standard order Tor eoónig with manual order riumber 
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Selecting No Order automatically switches the upper tab from Orders to Control Modules and it begins 
o” 
to look for the control modules that are installed in the vehicle. = 
E^ È 
S S- 
4, S 
O O 
© S 
x 
%, Y 
“1 Vehicle Idefitification O 
. Q 
por 
NN N 
Engine Control Module 1 [— — —) ODIS-20 
Control Module 
Scanning Progress 
Door Electronics Driver Side (42 - Door Electronics, Driver's Side) (3K0959793M 0357 TSGFA |} 
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End Diagnostic Session 


Control Module Sorting 
Diagnostic Options Options (repair group, etc.) 
Control Module Display 
Options (installed, all 
available, etc.) 
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Launching Guided Fault Finding 


After all of the control modules have been 


identified, select the <OK> button on the PORHRO. Volksw 


window. This starts the actual GFF process. 
W 


. ed 
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This upper tab switches to the Operation tab. 

If the vehicle is in Transport Mode, ODIS may 
give you the option to take the vehicle out of 
Transport Mode or continue with the GFF process 
and leave the vehicle unchanged. 


nm 


exa 
m 
CO 


A 


If ODIS detects that there may be more than 
one variant of a control'module, you may be 
presented with a Variant Selection screen. This 
screen asks you to specifically identify a system 
on the vehicle, such as what type, of radio or 
climate control head. KON 

Patoso] 
There are four steps to fill in this screen and 
continue: 


1. Place your cursor in the blank Version box and 
click/select. An arrow appears on the right 
side of the Version box. 


2. Select the drop down arrow that appears in 
the Version box. Select the correct option for 
your vehicle. 


3. Click/select in the Control Module Box and the 
Set Variants button appears on the bottom of 
the screen. 


4. Selecting the <Set Variants> button allows you 
to continue with GFF. 
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Address Faut Marna e 


PARLMILFE mx | 


ance f Parkano Ad] (00051 S TER 0070 


I Parlang Asugiance 7 |10- Paralisi Parang Asan 


11 D Erne Corral Mass | (UR 0S07E 





Transmission Control Module (SAD427153H 0003 06532 FSIUSA] 


Dir Electrónecs Dreeer Side [42 - Door Electronics, Divers Side] (EXOS539707H 0657 TSGFA | 





5 0 Door Electronics Passenger Side [52 - Door Electronics. Passengers Sidel(8K0860T82M 0357 TSG BF | * 
72 
5 
rA ODIS-21 
Z., 
ri 
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© 
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O 
Operation 


Automatic transmission, general Em 


- Make selection 





1. Continue wihout changing the current transport mode configuration 


-2- Cisactvato transport modelactvere daytime running lighbs. 


O 
> ODIS-22 
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3 
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Variant selection RAY 
Control unit _ 
37 — Navigation 
N ODIS-23 
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H unboctimn 
Control uni Vanant 
Navigation 
E i : 
job - Radia [MMI 203 
56 - Radio (included mi Jes 
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Launching Guided Fault Finding 


After completing the Variant screens, the GFF 
test plan continues. There may be a couple of 
screens regarding warranty, diagnostic protocol 
and ElsaWeb. 


After passing these screens, the control modules 
are scanned. 


When the vehicle scan is complete, ODIS may 


direct you to the DISS tab. This tab is notused i in 
the North American market. The following Upper 


tabs will probably be the most useful for your 
next steps in GFF: È 


Test Plan Tab: 


USD 
N 
È 
È 
L 
S 
È 
2 
D 
o 
< 


S 
This tab can be selected to view the test plans 


loaded by GFF as a result of DTCs in the control 
modules. 


Control Module Tab: 


aai purposes, in pa 
e 


This tab can be selected to view which control 
modules have DTCs. Control modules that have 


recorded DTCs are displayed in, red. The number 


of DTCs are displayed in the Faults column. 


“o 
“6 
Ge 


10 


TE: 
Verr qonboyg Gurded Pao Finckng £u duignoasc Dena 
The dagnoato prolocol! mal ischude e cormecr monk order norms and Vinci kiaatäksakon Mama (VIK) Fro 


Tha dlagecatic connecter 





ODIS-27 


Status. Tests [sorted according to chances of success] 
CJ Paa anak AN nig 





ODIS-28 


= 
= 
(D 
O 
= 
> 
(D 
n 
n 
O 
— 
3 





Parking Asustante 210 - Paralisi Parking Asuaianos J Parkang ded) (ROSTER 0010 PAREHMILFE 88 ] 


Enga Contra Modula-] JOL = Ersgre Elkselnorscs [UDSIHBRGGITESSE 0004 3251805825 


Trarameszion Contrai Module (02 = Transmission Elecironezs (068 hpirone:)) (GROS27TESH 0005 OBS 22 FSIUSA) 


Door Electronics Driser Side (42 - Door Electronics. Driver's Side] (BR0ä60TGSM 0667 TSGFA | 
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Control Module Tab Tips 


Control Modules Tab: 


When you select the Control Modules tab, 
the default screen shows the Control Module 
List. Notice that there are grayed-out control aman 
SN 

modules. These are control modules that may ws | 
not be present on your vehicle, depending on N, 
options. Note: If an installed control modules 
not communicating with the Gateway due toa 
fault, it appears grayed-out in the Controk Module 


screens. KI 
È 
KO 








Parkina Asuata 2 [10 Pagalis Parkino Asualanoe ) Parkang Ae) (0009194758 0070 PARJOHILFE JK ] 


Enga Contra Modida 1 (01 = Ersgres Elksetrörses [UDSIHSRG0TESS6 0054 325480582) 


Traramezion Control Module (02- Transensson Elecrorecs [068 hotnomeoj) LORGSZ716SH 0003 6632 PAISA] 


Select the <Display> button and Actual 
Installation displays. Selecting Actual 


Door Electronics Driver Sade (42 - Door Electrenics. Driver's Side] (860960TG3M 0657 TSGFA | 





Installation narrows the list to the control | Corot edie tt 
modules installed on your vehicle. = [o osos | = osser | 315109. | | 
> ODIS-29:» 
c 
d 
© 
YN 
O 
= 







Actual installation - 
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Párung Assstance 2 (10 - Parale Parang Assistance (Parma As) [860919476R. 0070. PAREKMHI 
Engre Cortrál Mode ! (01 - Engre Electronics (1051) (2%0907659G 0004 32 5140582] 
Transmission Control Module (02 - Transmission Electronics (086 hiptronic]] (8809271644. 0003. 085 32 FSIUSA) 
Door Electronics Dnvor Side (42 - Door Electronics. Dnver's Saa9) (8K0969793M 0667 TSGFA |) 
Y 2 Door Electronics Passenger Side [52 - Door Electronics. Passengers Su) (8K09597902M 0357 TSG BF | 
Door Electronics Rear Lett (62 = Door electrorvcs left rear} (BK0959795F 0657 TSGHL ) 
Door Electronics Rear Raght (72- Door electronics right rear) (BK0969795F 0367 TSGHR |) 
Brahes | (0G - Brave Eloctoreca) (0809075798 0100 ESPS quattro 
Parti Grate (53 - Parkano trake) (8809078019 0100 EPS Auo BS) 


Kay (065 - Acceat/Start Authonzaton Systern with Kaess Ertry) [11090706875 0431 
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Select the <Sorting> button to sort the control 
modules by address, fault or name. p 


Door Elastranions Dry rar Sido (42 = 








ts Contra (104 - Ar Ce deor). comfort left hand steenng] | 4T1820043A 0180 
Abag (15 - Airbag] (BROS59655F 0610 ArbagVw-AU10) 
ODIS-33 ja Brabes | (03 - Brake Electronics) (020907379HM 0100 ESPS que 

Camara System Rear View (6C - Rear View Camera System) (8ROGOT4414 0040 J772 Roarvew ) 
Central Elecines (09 « Vetucle Electnca! System) (8KOG07083P 05292 BOMI 10 |] 
Centra Modus Comtort System (48 » Comfort System Central Control Moose wfantetheft w ] (800907064CS O 
Daan Board (17 - instrument Cluster) [8688092096 ! G.. 0268. KOMBHNSTR | 
Deck Lid Control Unit (6D - ear Lid Electronics] (BRO8278618 0330 J605 Matter) 


Door Electronics Driver Side (42 - Door Electronics, Driver's Sie) (BKOS69703M 0857 TSGFA | 


Door Electronics Passenger Side [52 - Door Electronics. Passengers Side) (5K0969792M 0967 TSG BF 


Sorting can also be performed using the 
Address, Fault and Name Columns headers 


above the control module list. BE. 


Software Version 1.0.5 11 


Control Module Tab Tips 


Volks 
Choosing the lower <Networking Diagram> tab displays. a *t0pol EN 


ogy’ ' view ofthe, ‘Aways control modules 
on the vehicle. This screen may not represent the:exact topology of the vehicle. L refer to the Repair 
Information for the latest topology. Ko 


A 
e 
È 


% 
Co, 
> Control modules in a light black border are not identified due to options or communigations1Cs 


> Control Modules surrounded by a bold black border are identified and have no DTC events in fnemory 
> Red colored control modules have one or more DTC events in memory 


G 
% 
3 
> Control modules that are not communicating may appear as grayed-out - the same as control modules 
O 
that are not installed 


P The status of a control module 


G 
O 
O, 
vehicle is re-scanned 


nder the Control Modules tab is static and is not updated until the 


er 
= 
2 
O 
O 
O 


The control module abbreviations are 
in German. 


W cia purposes = Ein Who; 
2 





Use the Address Word number, or 
select a control module to view the 


name in the lower portion of the 
screen. 







GET. 02 AKL 18 


THL 62 THR 72 FLA 20 SHA 5C 
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Q C\agnosis | IN Display N #2 Sortin> 
L | 
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Removes Borders and Moves Diagram Around 
Allows for Full-Screen When Zoomed In 
Viewing 


Zoom In Zoom Out 


12 
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Viewing DTCs 


After launching GFF: 


+ Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919476R 0070 PARKHILFESK SK0O919476A HOB) 
a Engme Control Module 1 (01 - Engine Electronics (UDS)) (SROSO7659G 0004 325/M058.2 SF0S0T559A H07) 

= Brakes 1 (03 - Brake Electronics] (BR0907379H 0100 ESPE quattro SROSOTSTSH H06) 

a Parking Brake (53 - Parking brake) (8KOS07801H 0100 EPBAudi BS #KO0907801H HOY) 


# Keesy (05 -Access/Start Autharization System with kevless Ertry] (BKOS070640C5 0431 BCM220 SEOSOTORMCS HOG) 


n 


& Central Module Comfort System (46 - Cornfort System Central Control Module w/anti-theftw)(8K0907064CS 0431 BCM22.0 8K09070640 


& Dash Board (17 - Instrument Cluster) (BR0920981G 0258 KOMBIINSTR. 8R0820881G H13) 

= Air Conditioning (08 - Air Conditioning, comfort, left hand steering) (£T1820043AK 0180 KLIMA S ZONEN STIS20043AK HOE) 
& Central Electrics (09 - Vehicle Electnical System) (8K0907063P 0392 BCM11.0 #KO907063P H29) 

& Gateway (18 - Data Eus On Board Diagnostic Interface w/MOST) (ST0807468AE 0117 GW-BEMBCAN-M ST0907465L —HI0) 


3110356648 H49) 




















= Parking Assistance 2 (10 - Parallel Parking Assistance | Parking Ard) (8K0919476R 0070 PARKHILFESK SK0819475A HG) 
a Engine Control Module 1 (01 - Ermqure Electrontes (UDS) ($R0907659G 0004. 22 SIMOSS2 EF09075594, HO?) 
si 6626 P157900 Throttle valve control module -J338 Adaptation not initiated (00100000 passive/sporadic) 
= 6515 P154500 Throttle valve contro! system Malfunchon (00100000 passiwe/sporadic) 
* Brakes 1 [03 - Brake Electronics] (BROS07579H 0100 ESPé quattro SROSOTSTSH HOG) 
a Parking Brake (63 - Parking brake] (SK0907801H 0100 EPBAudiB3 38K0907801H H09) 
a Kassy(05- Access/Start Aufharization System with Keyless Entry) (8K09070640CS 0431 BCM220 — 8K0S0706405 H05) 
= Central Module Comfort System [46 - Comfort Systom Central Control Module wfanti-theft w.) (3E0907064CS5 0431 BOM? 2.0 akOODTOBAC 
@ Dash Board (17 - Instrument Cluster) (8R0920981G 0258 KOMBIINSTA. 8R0920981G H13) 
« Air Conditioning (08 - Air Conditioning. comfort. left hand steenng) (8T1820043AK 0180 KLIMA S ZONEN STIS20043AK HO) 


j Central Electncs (09 Vehicle Elecincal System) (8K0907063P 0392 BMI 10  8K0907065P_ H29) 
x u 











Click on the “+” symbol to expand the control module information and show its DTC's. 
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Launching Test Plans 


Select the <Test plan> tab. 





Status | Tests [sorted according to chances of success 
= [T] Powertrain data bus, CAN wiring 





2 
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5 
Perform test... | Documents | Select self test... 2 
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d ODIS-38 D 
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3 Perform Test 5 
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0, 
a 
Select a test plan (appears highlighted), then seleet.the <Perform te 


900,4 


o 
= Jo 
utton.in\the lower left corner. 
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Erasing DTCs w 
O 
S V 
> % 
È % 

S E. 
DTCS are automatically erased when exiting GFF. However, this progedure outlines how to erase DTCs 
before exiting GFF. è 

"O 


£ 
> 


O 
To erase DTCs, use any of the bottom tabs while the upper Control Módules tab is selected. 
5 
O 














| + Patong Asseitanca 2 (10.- Parallel Parlong Assetance | Paring 44d] (BLO91047ER 0070 PARKHILFE SK BEOGISATSA HOS) 


= Engine Contol Module 1 (01 - Engre Electronics | UD) (8ROGOTOSGG 0004 325IM0532 SF05075595 HON 


purposes, IN part o 





*« 5536 PIETOSO [hottie vive control modide - 1333 Adaptabon not inftiatad (00100000 pasayawa] 
ES FURS Throttle valve control system Malfunchon. [00100000 passmvelsporamc) 

e Brabes 1 (03 - Braks Electronica) [SR0007379H 0100 ESPA quattro GRORITIT Hob] 
Kk Parlare Eralos (53 - Parñong brako) [841060 7801H 0100 EPS Aud BE SE0907801H HHI) 


e Nesey (05 = abcess Sat Au onrahien System with Repless Entry] (BEOBITDGACS 043] ECH220 









BEOSOPOGALS HOG) 



















© ODIS-40 | = Central Module Comer System (46 = Comfort System Central Control Module wiaeitmetw V [EEDOOTOBSCS DESI BCM220 EKDGOTORAC | 
% * Damh Board [17-inetrumaent Guster [PROSA 16 0268 KOMBIINSTR SADA HIS) 
zZ | + Aa Gondihoring (06 - Ar Londibonirkg, comfort. ler hand ieem) (ET OMAA 0180 kKLIMÁA3ZDNHEM BSTIÉZOOIXAK HR) 
O i i 
% | è Central Elacttics (09 - Vehicle Electncal Syvtem] (8KÖ907063P 0392 BCMI10 — SkOKTO8SP H2) 
KO ful — — o 
Up 
% 
2> ODIS-39 
Of 





Identify contral module 


Select version | 
Check DTC memory 


Right click on ANY control module and a popup Read all OTC memories 


. Select «Vehicle OBD». 3 ! 
menu appears. Select «Vehicle = Guided Functions 








C [Vehicle OBD D 
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Complete DTC memory 


Select <Complete DTC memory>, then <Perform>. Transport mode 
Components list 





ODIS-79 
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Erasing DTCs 


This takes you to the <Results> tab. From this point on, it remains black instead of gray. In addition to erasing 
DTCs, the Results tab allows you to re-check the system,to'sée if DTCs have beensresolved. 

I Hay, 

KN 





Address + | System 
a 19 Gateway (KWP2000 / TP20 / 8T0907468AE / 0117 / H10) 


+ Results 
Engine Control Module 1 


Transmission Control Module 





Brakes 1 (KWP2000 / TP20 / 8R0907379H / 0100 / H06) 
Steering Angle Sender (No run time data available.) 
Kessy 

Air Conditioning 


Central Electrics 





Parking Assistance 2 


Airbag 








v 
iy. 
09 
fap Ilo 9] 


M ow 


Cancel 


You can now chose «Erase» and select to erase 








either the Complete System or Individual. At the F 
time of this printing, either choice would erase 
ALL DTCs in all control modules. o. | 
Complete System/ 
M Individual Selection 
Individual 
OBD 
ODIS-44 
Note 
Be careful when erasing all DTCs when an airbag concern is present and not yet repaired. Erasing the 
ka DTCs allows the system to re-enable certain components that it may have deactivated because of the DTC. 
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Selecting Test Plans 


After launching GFF, select the <Test plan> tab. 
This tab displays the test plans that have been 
loaded by GFF. However, you can also attach 

your own test pla Ns. | States Test [vorted gcoonang te chances of success] 


CO] Pereira data ters. CAN ing 
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The Test Overview window will appear. This window allows you to search for:test plans. 
O — 


OS 
Sou 


Expand the folders to find the test plan you want. This is similar to the Function/Component Selection 
area in VAS-PC. 


o 
È 
% 


/ 
Yo 
N e, 7 ou, 


Powertrain (Repair Groups 10 - 39) | * Heating and Air Conditioning (Repair Groups 01; 80 - 87) 


® Suspension, Wheels, Brakes, Steering (Rep. Gr. 01: 40 - 49) | o Electrical equipment (Rep .Gr. 01: 27: 90-97) 
® Body (Rep.Gr. 01; 27; 50-97) + 01 - On Board Diagnostic (OBD) capable systems 
# Software Version Management (SVM) &-27- Battery, Starter, Generator, Cruise control 


# Documents harness connectors 90 - Instruments 


& 91 - Radio, Telephone, Navigation 


&- Vehicle information documents 


92 - Windshield wiper and washer system 


# Documents workshop equipment 


# Service work * 94 - Lights, Switches - Exterior 
® 96 - Lights, Switches - Interior, Anti-theft 


& 97 - Wiring, vehicle electrical system control module 


Attach to the test plan a 


ODIS-48 
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Selecting Test Plans 
n AG. Volkswagen 4 
ewe9e G dog 
NI S 
ANO, 
KO 
test plans by using the <search 


You can search for | 
icon» (magnifying glass) at the bottom of the Test Attach to the test plan( | lose 





Overview window. | 
N PA ODIS-49 
S % 
Y KA 
[Q 2 
J 4 
i 5 






CD 
A search window appears, allowing you to search 
for test plans using specific words. 
Y) 
— Object ty... | Location 





6 
€ 
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The results of your search appears in the lower 
part of the window. Scroll through the results to 
find the correct test plan. 


_Object type _ Location 
Diagnostic object F-Brake Light Switch (RG. 94) 


Diagnostic object — V49-Right Headlight Beam Adjusting Motor (RG.94) 


Diagnostic object  M16-Left Back-Up Light (RG.94) 
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N 
Selecting Test Plans 


SS 
S 
L 
N 
S 
O 
L 
O 
Q 
2 
o 
€ 
È 
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When you select a test plan from: the search ||| Zum ne 

feature, you are directed to that test plan in the E [F#Bakatghismean.9a 

Test Overview menu structure. Fhis test plan can | | | Steering Angle Sensor -G85- 

now be attached using the Attach to test pla n> | | | L131-Driver's Exterior Mirror Turn Signal Lamp (RG. 94) 


O | 
. o "a 
b utton —L182-Front Passenger's Exterior Mirror Turn Signal Lamp (RG. 


- L36-Roof Indicator Light (Taxi) (RG. 94) 
| L46-Left Rear Fog Light (RG.94) 
- L47-Right Rear Fog Light (RG. 94) 


a M10-Right Brake Light (RG. 94) 


| -M16-Left Back-Up Light (RG.94) 





Y, 
a, 
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When you return to the <Test plan> tab, you can see the new test plan that you have attached. Since this 
Is a user-attached test plan, there is an icon of a person next to it. 


All user-based test plans can be removed using the <Remove> button at the bottom of the screen. ODIS- 
attached test plans cannot be removed. 






— Status | Tests (sorted according to chances of success] 


+ = 







User-Loaded Icon 


M16-Left Back-Up Light (RG.94) 


JI Bormo 


—— ODIS-53 


Remove Button 
(will become active if the user-loaded test plan is selected) 
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Notes 





GFF Test Plan Tips 


After you have selected a test plan to run, the upper tab changes to Operation. This test plan window 


displays the GFF test that is currently running 


With this test program you can check the following componentisystem: Left Back 


Up Light -M16- 


Required test equipment: 
I Multi-meter (VAS 5051) 
lif necessary, VAG 1594/13 Clamp On Test Probes from VAG 1594 A Connector Test Kit 


ODIS-54 





The Bet plan window is similar to the test plan window in VAS PC GFF. Any Documents or Connector 
Views are available as buttons on the right side of the screen. The main difference is that the steps of 
thé test plan that have been already performed are listed in order othe left side of the page. This helps 


uno) ved 


you to understand what has been done so far. 

6 

The buttons on the center bottom of the test plan allow you to go back and review steps. At the time of 
this printing, you could not restart the test plan at an earlier step by doing this. The test plan could only 


be continued at the farthest step of progress. 


z *| The DTC memory of the Central contral module far cómfart ayatam -J393- stores 3 


| malfunction(s). 
- Press «Dione» to continue with program 
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Test Plan Steps 
Already Performed 
23 
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Documents 


GFF contains Documents, which contain additional information about a particular system or operation. 


These documents may be as simple as a connector view or they could be more complex, such as the 
complete outline of the test plan including expected system operation. 


Documents are available in the test plans, but can also be accessed under the <Test plan> upper tab. 


Status | Tests [sorted according to chances of success) 
; - [3 Pewertrain data bus, CAN winna 
à jü 1588 hie tt Valve © A y xdi e. dirty. sti s 
¿essere vee Conoci, ol 
O = m mr "Throttle & Valve Con trol Module o ule. canceled i adaptation apitat. 
PK s = — [7]E266-ASRIESP Button 


xe om I Data bus. J265-Cimatronic Control Module <> GAN Crimp point 
Perform test... | Documents | Select self test... | + = C] ESB0-Multimedia Control Head buttons (AG 91) 


NG 








= A M16-Lett Back-Up Light (RG 94) 


n 





Parami oe] [v 


<Documents for the test plan> or <Docúments 
test program> can be selected. 


Documents for the Test Plan: 


«cial purposes, In pá Orin yp 


e 


E 
> Displays documents for ALL automatic and 
attached test plans © 


Documents for the Test Program: 









> Displays documents for the highlighted test 
plan 


; E258E-ASRIESP Button 
s Component location 
= Tools 
è M16-Left Back-Up Light (RG.94] 
» Function desenptioni 
Depending on your choice, a list of documents 
may or may not appear. If the documents you 
are looking for does not appear, select the 


<Vehicle documents> button at the bottom left of 
the screen. 
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Documents 


Selecting the <Vehicle documents> button brings up a folder list of all of the documents for the vehicle. 





@ Measuring equipment 
@ Pin assignment 
& Function description 
e Repar manual 
# Function test quide 
i Fuse assignment 
i Pudqurs ting guidelines 
s Documents workshop equipment 


a Component location 


= Tools 
Service work, 
e Component location 


+- Function description 














= @DIS-60 
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g © 
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£ o 

d 8 

== Z o = 
Expand the folders to view the documents. After you have located a document you want to view, select 
the <Display document> button in the lower right corner of the window 3 





The following measuring value blocks of the Comfort System Central Control Module -J382- (address 48] are avallable: 
Measuring value block 028 
Display value 61 
Light request of electric central electric 
006000 
Bit 0 Lem rear parking light 
- Righi rear parking lint 

Fog light 

Tail light 

Tail light inverted 

5 - Back-up tight 

nao communi ation 


Display value 02 


— Rear lights outputs. 1 () 
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9 
After selecting <Documents>, you are now in the Info mode. To return to any test plans or other 


diagnosis features, select the <Diagnosis> button under operating modes on the right side of the screen. 


Keep in mind that selecting <Documents> will cause you to exit from the Diagnosis mode. 
o Y 


Rear lights 


The following measuring value blocks of the Comfort System Central Control Module -J393- (address 46) are available: 
Measuring value block 028 

Display value 01 

Light request of electric central ejectne 

000000 

Bit 0 - Left rear parking light 

Bit 1 - Right rear parking light 


Bit 2 - Fog light 





Bit 3 - Tail light 

Bit 4 - Tail light inverted 
Bit 5 - Back-up light 

no communication 
Display value 02 

Rear lights outputs 1 () 
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Note 


The Search function in the right side screen menu under «Extras» can be used to search through all of 
m ODIS, including <Documents>. 
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Notes 
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e Is, 


Ui Print 


cial purposes: in part orin Who, 





? Expand the Data section by selecting the arrows 
“next to the work Data in the side menu area. | 
Select the «Stop» button under Diagnostic cerco 
e | 
we 
O 
2 
ez, "ON yoor™ Q Erase 
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LS 


D 


My Recent 


(2 


A "Save As" window appears. This window 
already has the save location and filename in 
place. You can either accept these or change 
them. 


My Documents 


If the job is saved to the default location 
(pictured), that tester can be used to restart the 
job later. If the job is saved to a USB memory 
stick, that job can be restarted on any tester 
loaded with ODIS. 





Please select an option. 


After saving, a window may appear requesting 
you to either send a support inquiry or cancel. At 
this point, since you are saving the job for later, 
choose the «Cancel» option. 
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A window appears listing the 


t 


30 


Saving/lnterrupting 








After the job is saved, you return to the main 
ODIS window. 


EN 

: ons 

To load a saved job, expand the Data tabin the 
side menu area, and select the <Next> button. 
The tester must be in communication with the 
original vehicle to load the saved job. If ODIS 


detects a different VIN, the test^program is 
ended. S 


cial purposes, in part orin Who, 
e a 


nm“ 


ved jobs. Select 
lect <Open»>. 


a 
“o 


he job you want to load, then 


N 


. 


agen AG. Volkswagen 46 | 


Welcome to Diagnosis 
Goa té scope c! dugnoshic Function, 
nica Ta ehh han cod ara ] has Started, vetetiò dentñicahon and eraiuation od Ye DTC mamay 


‘will tale place Ther the “Tiaded Fauit Finding” and”Guded Funcion ill'he avallabie for verizio dagnogie H you 
wok? loe fo work Guia amar orden, you Bid Pare hak apan ko uma CIRO 
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Ui Print 





ODIS-66a 


mpg. OR 


WA1WKAFP4BA028583 2012-03-28 08-58-31.ses 


My Recent 


(3 


Desktop 


Y 


My Documents 
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Saving/lnterrupting LI 
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2. 
The vehicle information and diagnosis log are now loaded. Any DTCs that have occurred since the test 
Plan was saved do not appear until the vehicle is scanned again. 
= 


roses, in part Orin 
a) 
905 
11991109 941 Y? 
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Add... «| Fault Name 
y] 0 Engine Control Mo 
02 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 0B6 32 FSIUSA) 
03 Brakes 1 (08 - Brake Electronics) (SR0907379H 0100 ESP8 quattro } 

05 


Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064CS 0431 BCM220 } 


‚eat Adjustment Passenger Side | 


splay Control Unit(— — —} 


Air Conditioning (08 - Air Conditioning, comfort, left hand steering) (8T1820048AK 0180 KLIMA 8 ZONEN) 


M Stop 
Central Electrics (09 - Vehicle Electrical System) (8K0907063P 0392 BCM110 ) 


Mc — di 
i | m 2 Download 
[2] 


€& Erase 
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Guided Functions 


To access Guided Functions, right click on a control module in any of the Control Module screens. This 
example shows the Control Modules tab, but the menu can also be accessed from the Network Topology 
screen by right clicking on a control module. 


Scroll down and select <Guided Functions>. 





E 


te o Transmission Control Module (02 - Tranemissión Electronics (066 hptronic)) (BROS27158H 0003 086 32 FSIUSA] 


Da 4 Brakas 1 [03 - Brake Electronics) (BROS07379H 0100 ESP8 quaftro ] 


3 
DE 1 Kassy (05 - Accass/Start Authorization System with Kaylass Entry) (8K090706: 

08 2 Air Condihonina (08 - Air Conditioning. comfort, left hand steenng) (ST1820043 | Measurement — 

pa 3 Central Electrics (09-‘Vehice Electrical System) (&8K0807063P 0392 BCM1 | ch e nitty CO ntral mo q | | e 

10 I Parking Assistanae 2 (10 - Parallel Parking Assistance | Parking Aid] (809194 cc .‘“’"P11#tt((t.P I. cs.@ 

16 0 Airbag (16 - Airbag) ($RO959656F 0610 Airbagvw-AU10) Select version 

16 0 Steering Column Electronics (16 - Steering Wheel Electronics) (8K0962668F 

17 2 Dash Board (17- Instrument Custer) (@Roszoss1a 0258 komeista || eck DTO memo Py 


13 5 Gateway (19 - Data Bus On Board Diagnostic Interface wM0OST)] (870907463, 






Read all DTC memories 


Guided Functions i 


S p 
Control module GBD 
vehicle OBD 


Se Ba HE i = p 
E - Divers Sade Seal Ad Ment) (POIs oe 
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Adist of functions will appear. 
2 
= 





These functions are specific to this control 
module, and not all of the available Guided 
Functions are available for all control modules. 02 - Adaptation values, checking/adaptation drive (RG 37} 
02 - Checking DTC memory (RG.37) 

Q2 - Control module, coding (RG.37) 

02 - Control module, replacing (RG .37) 

02 - Erasing DTC memory (RG 37] 

02 - Identification services [RG.37) 

02 - Read Measuring Values (RG.37) 


£ 

a 

O 
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Guided Functions 


Select the function you want, then select the 
<Perform> button. 


02 - Adaptation values, checking/adaptation drive [RG 37) 
02 - Checking DTC memory [RG 37) 

02 - Control module, coding [RG .37) 

02 - Control module, replacing (RG 37) 


02 - Erasing DTC memory (RG.37] 
02 - Identific (R - 





en AG. Volkswagen AG ODIS-71 
yo a does, 
O 
N CN 
That test plan automatically launches. a 
X N 
e» a. 
X > 
S N 





b Complete/Continue 


In this test program the following steps will be performed: 
I Provide possible measuring values to select 

| Read selected measuring values from control module 
Testreguirements: 

- lgnition switched on 

Reguired test eguipment: 

I None 


- Press -Done- button to proceed. 
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Note 


If a test plan is selected using Guided Functions, it will not be added to the test plan list or the Guided 
[7] Fault Finding diagnostic log. 
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Control Module OBD 


To access <Control module OBD>, right click on a control module in any of the control module screens. 
This example shows the <Control module> tab, but the menu can also be accessed from the network 
topology screen by right clicking on a control module. 









Fault | Name 
0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 OB6 32 FSIUSA) 


4 Brakes 1 (03 - Brake Electronics) (8R0907379H 0100 ESPS quattro ) 








1 Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064Cq 


2 Air Conditioning (08 - Air Conditioning, comfort, left hand steering) (8T1820043AK | dentity control module 

3 Central Electrics (09 - Vehicle Electrical System) (8K0907063P 0392 BCM1 1.0 | a 
Select version 

1 Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919475F | 

0 Airbag (15 - Airbag) (8R0959655F 0610 Airbag VW-AU10) Check DIG memory 

0 Steering Column Electronics (16 - Steering Wheel Electronics) (8KO953568F 00 R d | DTC . | 

ead all ; memories 
2 Dash Board (17 - Instrument Cluster) (8R0920981 0258 KOMBIINSTR. ) 














Seat Adiustment Driver Side (36 - Driver's Side Seat Adiustment) (8R0959760B- NN 
— Control module OBD | 








Display... 





The <Control module OBB> functions are a list of 
functions that can be performed to that control 
module. This function is different from the 
previous OBD operation in VAS-PC. 

7 


O. 
2 
The OBD Functions menu appears. Depending 
on the control module, different functions mayo, 


be available. 


We've chose 









© 


g 


= 


Y 


DTC memory 


a Basic settin 
mapenUngaHona MEE 


Measured values 
Output diagnostic test mode 
Access authorization 
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Note 


A Measured Values option is displayed in the OBD functions menu, as shown above. This OBD Function 
Measured Values interface is difficult to use. Use the Measured Values function located under Guided 
Functions. 
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Control Module OBD 


The screen switches to the Results tab showing the control module part number, coding and software 


versions. 





System identification 
0B6 32 FSIUSA 


Show complete identification 


Attribute 
VwiAudi part number 


Software version 

Hardware part number 
Hardware version 
ASAMJODX file identification 
ASAM/OD file version 


Coding 





36 


| Parts number 
8R0927158H 





| Software version | Workshop code 
0003 0 0 6335 


Update 


| Value 


8R0927158H 

0003 

066927156 

HOS 

EV TCMAL651211 
001012 


001012 
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Vehicle OBD 


To access Vehicle OBD, right click on a control module in any of the Control Module screens. This 
example shows the Control Modules tab, but the menu can also be accessed from the Network Topology 
screen by right clicking on a control module. 

G.Volkswa 
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Add... * | Fault _ Name 
02 0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 06632 FSIUSA) 
03 4 Brakes 1 (03 - Brake Electronics) (8R0907379H 0100 ESP8 quattro ) 





05 1 Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064CS 


08 2 Air Conditioning (08 - Air Conditioning, comfort, left hand steering) (8T1820043AK Ide ntity control module 








09 3 Central Electrics (09 - Vehicle Electrical System) (8K0907063P 0392 BCMI 10 





10 1 Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919475F , 
15 0 Airbag (15 - Airbag) (8R0959655F 0610 Airbagvw-AU10) Check DTC me mory 

16 0 Steering Column Electronics (16 - Steering Wheel Electronics) (8KO953568F 00 . | 
17 2 Dash Board (17 - Instrument Cluster) (SR0920981G 0258 KOMBIINSTR. ) Read all DIC memories 
19 3 Gateway (19 - Data Bus On Board Diagnostic Interface wIMOST) (8T0907468AE | AL ded Functions 


Seat Adiustment Driver Side (36 - Driver's Side Seat Adiustment) (8R0959760B 


monta Control module OBD 











(————————————————————————— À 
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The Vehicle OBD babai a list of functions 

that can be performed to a “control modules in 


the vehicle. Poo, 
d 


Complete DTC memory 
Transport mode 
A menu appears with three options. These three Components list 
options are covered in the following pages. 


e 


ODIS-79 
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Vehicle OBD 


The Vehicle OBD Complete DTC Memory option checks the DTC memory of the vehicle. This can be 
helpful to validate that the DTC has been eliminated after a repair. 


Indicates a DTC 
is Present in the 
System 


























Address + — System 
a 19 Gateway (KWP2000 / TP20 / 8T0907468AE / 0117 / H10) 
# Results 
» 01 Engine Control Module 1 (UDS /ISOTP / 8R09075596G / 0004 / H07 /EV_ECM32F SI0218R0907559G 001004) 2 
02 Transmission Control Module (UDS / ISOTP / 880927158H / 0003 / H05/ EV TCMAL651211 001012) 
= 03 Brakes 1 (KWP2000 / TP20 / 8R0907379H / 0100 / H06) 
04 Steering Angle Sender (No run time data available.) 
= 05 Kessy (KWP2000 / TP20 / 8K0907064CS / 0431 / H05) 1 
= 08 Air Conditioning (KWP2000 / TP20 / 8T1820043AK / 0180 / H08) 2 
= 09 Central Electrics (KWP2000 / TP20 / 8K0907063P / 0392 / H29) 3 


Parking Assistance 2 (KWP2000 / TP20 / 8K0919475R / 0070 / H06) 






Airbag (UDS/ISOTP / 8R0959655F / 0610 / H41 / EV AirbaAU10 SMEAU416 002004) 














Ag N N 
Da : 
19910, | Centro! Module with DTCs 
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Vehicle OBD 


The Vehicle OBD Transport Mode option allows 
you to take the vehicle out of Transport Mode 


(and if necessary, put it back into Transport Status of transport mode switching 
Mode) @ The transport mode has not been switched yet. 





Switch transport mode off 
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Vehicle OBD Component List © 
o Ə 
c = 
u (D 
Y) O 
2 = 
= = = = = = (D 
This option lists all control module part numbers and their communication protocol. O 
> 2 
= 5 
— e 
3 
o 
Address + | System I 
a 19 Gateway (KWP2000 / TP20 / 8T0907468AE | 0117 / H10) 3 È 
S 
® Results R 
O 
= 01 Engine Control Module 1 (UDS / ISOTP / 880907559G / 0004 / HO7 / EV ECM32F $10218R0907559G 001004) 2 N 
02 Transmission Control Module (UDS /ISOTP / 8R0927158H / 0003 /H05 /EV_TCMAL651211 001012) 0 
= 03 Brakes 1 (KWP2000 / TP20 / 880907379H / 0100 / H06) 4 
04 Steering Angle Sender (No run time data available.) OK < 
* 05 Kessy (KWP2000 / TP20 / 8K0907064CS / 0431 / H05) 1 — 
= 08 Air Conditioning (KWP2000 / TP20 / 8T1820043AK / 0180 / H08) 2 
= 09 Central Electrics (KWP2000 / TP20 / 8K0907063P / 0392 / H29) 3 
= 10 Parking Assistance 2 (KWP2000 / TP20 / 8K0919475R / 0070 / H06) 1 


Airbag (UDS/ISOTP / 8RO959655F / 0610 / H41 / EV_AirbaAU10SMEAU416 002004) 
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Communication Protocol Part Number 
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Notes 





Diagnostic Logs 


Diagnostic logs can be printed or saved in multiple formats. To begin the process, expand the <Data> 


section in the Side Menu Area. From here, you can select <Save> or <Print>. 





a Download 
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The menu that appears after selecting either 
<Print> or <Save> provides three options. 


Choose your desired option and select «OK». 
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Diagnostic Logs 


If saving to a file, select the correct destination and change the filename (if necessary). 


fo r diat 


Ir anostic log — 
in: | (Z3 DiagnosticFrotocols 
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Adaptations 


To start, review the test plans section to learn how to locate and load test plans. This section assumes 
you know how to load test plans and that the Adaptation test plan has already been loaded. 


With your test plan selected, select <Perform Test> in the lower left of the screen. This test plan is for 
adapting the heating time of the rear window. 


Status | Tests (sorted according to chances of success) 


& MI15-Left Back-Up Light (RG 94) 
8 10- Parking Aid. Adapting Buzzer Volume 
ĝ 14- Readapting control position (RG 40) 
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The test-plan for running the rear window adaptation will load and run. Follow the test plan to perform 

the adaptation. D, 
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In this test program the control position will be re-adapted. 


The adaptation is necessary after the replacing the 
- Control module 

- Vehicle dampers 

- Level sensors. 


Required auxiliary equipment: 
Tape measure, note pad. 





Adjusting guidelines 
Function description 
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Measuring Value Blocks 


The quickest way to view Measuring Value Blocks for a control module is to right-click on that control 
module and select <Read Measured Values>. 














_ Add... “ | Fault. | Name 








02 0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (SR0927158H 0003 OB6 32 FSIUSA) 
03 4 Brakes 1 (03 - Brake Electronics) (SR0907379H |. 0100 ESPS quattro ) 









nin RAO VARA NA = 





05 1 Kessy (05 - Access/Start Authorization System with Keyless 
08 2 Air Conditioning (08 - Air Conditioning. comfort, left hand stee 


09 3 Central Electrics (09 - Vehicle Electrical System) (8K0907063 





10 1 Parking Assistance 2 (10 - Parallel Parking Assistance / Parkilll 09 - Adaptation values. checking jadaptation drive (RG 57) 


02 - Checking DTC memory (RG 37) 

02 - Control module, coding (RG.37) 

02 - Control module, replacing (RG.37) 

02 - Erasing DTC memory (RG 37) 
ZITO s C25 IK 


15 0 Airbag (15 - Airbag) (8R0959655F 0610 AirbagVW-AU10} 





16 0 Steering Column Electronics (16 - Steering Wheel Electronics 






Dash Board (17 - Instrument Cluster} (8R0920981G 0258 















19 3 Gateway (19 - Data Bus On Board Diagnostic Interface w/M6E 
















ui 











Cancel 








In this test program the following steps will be performed: 
| Provide possible measuring values to select 

| Read selected measuring values from control module 

Test requirements: 

- Ignition switched on 

Required test equipment: 

I None 


- Press -Done- button to proceed. 
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Measuring Value Blocks 


A window appears that lists all of the available measured values for that control module on the right. 
To load a control module for reading, select it and click on the right arrow or double-click. The selected 
measured value will move to the right side. Multiple measured values can be selected by holding down 
the Control (CTRL) key and clicking on additional values. 


2 OCMAS 266 Solant temperature 
OCMAS2648 Engine torque 
| 2 OCMAS264-9-Engine-R. PM 
7 Voltage supply of rege 2 OCMAS265] specified engine torque at trans. intervention 
2 OCMAS2 708 Interlock status f n Slippage of torque converter clutch 


2 OCMAS2710 Status of brake signal: 
2 OCMAS2711 Status of brake signal: 
2 OCMAS2712 Status of brake signal: 
2 OCMAS2716 Status vehicle conditic| = 
2 OCMAS271 ? Status vehicle conditic 
2 OCMAS2718 Status vehicle conditic 
2 OCMAS2719 Status vehicle conditic 
2 OCMAS2720 Status vehicle conditic.,. 
mn mnt N tán 
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The selected measured values appearin a new window. The «Start update» button begins a cyclic- 
update of the measured values. The<Description> button provides a description if a single measu 
value is selected. The «OK» button exits the Read Measured Values window. 
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The Read Measured Values window can be resized, and each of the columns can also be resized to 
display more or less information. 
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OCMASZO1S En... 


OCMASZ651 spe.. 
OCMASS566 Slip... 





i Start update | | Description To the test plan li 
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Begins Updating Provides Description for Attaches Measured Select when Done to Exit 
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Measuring Value Blocks 


After the Read Measured Values window has been closed, the GFF test plan displays a graph of the 
measured values that were read. 


At this point, the test plan can be exited, or more measured values can be read. 


To Read More Measured Values 








| » Complete/Continue L 
Address Name Value Unit | Target 
value 


2 |(OCMAS2007 Coolant temperature 115 Pe | 
soy 2 [OCMAS2048 Engine torque —— | [| | 


: |OCMAS2013 Engine RPM 787 |RPM | 


OCMAS2651 specified engine torque at 
trans. intervention 

2 OCMAS3566 Slippage of torque 
converter clutch 
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If you are having difficulty with the ODIS applicatiòn or the test plans, you can quickly and easily let the 
developers know about it so that it can be quickly fixed. KA 
> os 
S 
Y 
First, select <Support> on the right side menu under Help. 
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When the support window appears, type in your personal information and vehicle brand. 3 
% È 
Also, classify your concern. The priority can be left at “For information.” $ 
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6 
C, 
^ 

If you think it would be helpful, you can attach your diagnostic session, a he "Insert curren 


button can be used to place a screenshot into the Support window. C 
908/901, TIA 
When you are all done, select <Send> and your support information will be On its way to helping to 


improve ODIS. 
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Test@mydealer.com 
555-5551254 


AUDI 
Your Information 


Transmission Control Module (02 - Transmission Electronics (086 tiptronic) (8R0927158H 0003 066 32 FSIUSA) 
Brakes 1 (03 - Brake Electrorecs) (8R0907379H 0100 ESPE quattro ) 

Kessy (05 - Access/Start Authorization System with Keytess Entry) (8K0907064CS 0431 BCM220 ) 

Ar Conditioning [08 - sur Condihoning, comfort. lett hand steenng) (8T18200484K 0180 KLIMA S ZONEN) 

Central Electnes [09 - Vetvcle Electncal System] (8K0907063P 0392 BCMI 10 |] 


Parlang Assistance 2(10- Parallel Parking Assistance | Parang Aid] (8K0919476R 0070 PARKHILFE 3K ) 


o 0 0 0.0 


Classifies 


Steermg Column Electronics (16 + Steerng Wheel Electronics) (8KOS63563F 0014 Lenks Modu ) Errors and 


Priority 


Airbag (15 - Arbag) (3R0959655F 0610 Arbagvw-AU10] 


Dash Board [17 - Instrument Cluster] (8809209816 (0263 KOMBIINSTR ] 


Gateway [19 - Data Bus On Board Dxagnoshc Interfaoe w/MOST) (8T09074658AE 0117 GW-BEM 5CAN-M| 


Attaches your 
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ODIS Screen 
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Knowledge Assessment 


This Reference Guide does not have a knowledge assessment. Itis designed to be used as reference, or 


in conjunction with the ODIS Service Workbook 910223. 


The ODIS Service Workbook 910223 has an assessment of its own 


that can be found at www.accessaudi.com. 


Please.submit any questions or inquiries via the Academy CRC Online Support Form which is located 


under the "Support" tab or the “Contact Us” tabsof the Academy CRC. 
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Audi 


Truth in Engineering 


All rights reserved. 
Technical specifications subject 
to change without notice. 


Audi of America, LLC 
2200 Ferdinand Porsche Drive 
Herndon, VA 20171 
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Cautions € Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e |f you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e Volkswagen is constantly improving. its;vehicles,;and sometimes these changes, both in parts and specifications, 
are made applicable to earliermodels. Therefore, part Numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the: VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not support 
a vehicle on cinder blocks, hollow tiles or other props that may crumble under-continuous load. Never work under a 
vehicle-that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it. 


e Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
othersf you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert. 


e Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills. 


e Always observe-good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whehever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a.scarf, loose clothing, or a necklace when you work near 
machine tools or running engines:If;your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions € Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts orehand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use'tools that are appropriate to the work«and use only 
replacement parts meeting Volkswagen specificatiöns. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped inthe cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose'of 
the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances-that 
govern the disposal of wastes. 


e The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and,familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants. 


e Before doing any electrical welding on vehicles 'eguipped with anti-lock brakgs : BS), disconnectthe battery 
negative terminal (ground strap) and the ABS control module connector. o 
AE, 
e Donotexpose any part of the A/C system to high temperaturessuch as open flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions € Warnings 


Do not quick-charge the battery (for boost starting) for longer than oneminute, and'do'not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one mirtüte before boosting the battery;a second time. 


Never use a test light to conduct electrical tests of the*äirbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 


Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and I understand these Cautions and Warnings. 
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